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1.8m (6 ft) Low Profile antennas 
 
 

 

 
 
 
 
 
 
 
 
 
 

 
 
 
Electrical Specifications 

Antenna model Am-6-6-CR Am-6-7_8-CR Am-6-11W-CR Am-6-13-CR 

Frequency Band (GHz) 5.925 - 7.125 7.125 - 8.500 10.000 - 11.700 12.750 - 13.250 

Waveguide Interface UDR70 UBR84 UBR100 UBR120 

Gain (dBi) Low 38.4 40.0 42.9 45.0 

Gain (dBi) Mid 39.2 40.8 43.5 45.2 

Gain (dBi) High 40.0 41.5 44.3 45.3 

3 dB BW (°) 1.8 1.5 1.1 0.9 

VSWR 1.30 1.30 1.30 1.30 

F/B Ratio (dB) 65 67 70 71 

XPD（dB） 30  30 30 30 

ETSI Compliance R1, C3 R1, C3 R1, C3 R1, C3 

RPE Number BL10572 BL10576 BL10581 BL10607 

 

  

General Specifications
Nominal diameter 1.8m (6 ft ) 

Polarization Single, Vertical or Horizontal 

Radio interface Direct mount for RFU-C type ODU 

Antenna color Gray (Pantone 443C) 

Radome color White (RAL 9016) 

Radome type Flexible 

Packing type Plywood crate 

Gross weight, kg 165 ±8 

Packed dimensions, mm L x W x H : 2100 x 560 x 2100 

Packing Volume, m³  2.47 
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Electrical Specifications 
Antenna model Am-6-15-CR Am-6-18-CR Am-6-23-CR 

Frequency Band (GHz) 14.400 - 15.350 17.700 – 19.700 21.200 - 23.600 

Waveguide Interface UBR140 UBR220 UBR220 

Gain (dBi) Low 46.1 47.9 49.4 

Gain (dBi) Mid 46.4 48.3 49.9 

Gain (dBi) High 46.6 48.8 50.4 

3 dB BW (° ) 0.8 0.6 0.5 

VSWR 1.30 1.30 1.30 

F/B Ratio (dB) 74 76 74 

XPD（dB） 30 30 30 

ETSI Compliance R2, C3 R2, C3 R3, C3 

RPE Number BL10608 BL10609 BL10610 

 

Mechanical Specifications 

Wind Velocity Operational, km/h 180 

Wind Velocity Survival Rating, km/h 250 

Ice Load, mm 25 

Fine Azimuth Adjustment, Degrees ±5 

Fine Elevation Adjustment, Degrees ±5  

Mounting Pipe Diameter, mm 114 

Net Weight, kg 97 ±5 

Feed horn, Operational Pressure, kPa 50  

Operational Temperature, C -45 to +60 

Storage Temperature, C -55 to +70 

Adjustment Struts None 

Fixed Support Struts One (1) 

Humidity 100% 

Rain Intensity, mm/min 15 

Solar Radiation, W/m2 1120 

Electrical properties ETSI EN 302 217-4-2 

Vibration ETSI 300 019-2-4 V2.2.2 (2003-04) T4.1E. 

RoHS 2002/95/EC Compliant 
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